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External platform lift.
Powder coated grey with
glazed sides.
900 x 1400 clear internal
platform (1460 x 1050 external
dims)

670mm total rise
167mm rise (4no).
300mm treads

Disabled Wc and
 Baby Change

Maintenance
Access only.

Relocate
entrance

Reduce wall height and build
wrought iron balustrade over
the top to increase useable
area.
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COLLAPSIBLE SEATING FOR 40.
Depth of storage wall. to be confirmed
once seating syle determined.

Kitchen Servery

Kitchenette

Bin storage shown based on 2no 360l
capacity bins (850d x 625w).

Maintenance
Access only.

1500 turning
circle shown

425 [1'-4 3/4"]

Seating for 30

2 person
narrow bench
only

Up 210mm

Photovoltaic Array - in line with roof tiles

Removal of draft lobby for
more table capacity

Existing toilet

Existing
window
retained

New window replaced with
double glazed PC Aluminium
folding screen for summer use.

Existing sandstone wall -(height
reduced)  with glazed balustrade
over.

Existing asbestos felt look alike tiles
replaced with grey tiles - Sandtoft
Rivius Antique Grey tiles

Window
amended to
sliding folding
screen

Line of existing ramp

Bike racks

Ridge raised by up to 150mm to accomodate insulation, battens and counter battens

Low level ASHP
compressor unit,
sat on concrete
plinth

Low level ASHP low level
compressor  sat on concrete
plinth

Photovoltaic Array - in line with roof tiles

Natural sandstone pavers
in beige/brown

Manor Ball Top Wrought Iron
Balustrade
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Flat roof raised by 200mm to accomdate new insulation
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Low level ASHP compressor
unit sat on concrete plinth
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Low level ASHP compressor
unit sat on concrete plinth
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View
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Hill Green

Winclose

View

Wrought Iron
Balustrade along
roadside terrace

In-line
photovoltaics on
westerly elevation

Removal of steep
ramp and installation
of equal access
platform lift

Flat roof coverings
re-laid with
insulation

Felted  replaced
with tiled roof
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RV DATE COMMENTS

A 22.11.22 Addition of ASHP. Naming of pavers and tiles on
the drawing

B 25.01.23 Glazed Balustrade amended to wrought iron
balustrade at request of conservation officer
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All information remains the property of the designer and may not be used for any purpose whatsoever, or reproduced through any medium without the written permission of the designer. No responsibility is accepted for unauthorised use. Do not scale off drawings, work from figured dimensions only and always verify on site.
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