
mastic bedding

TYPICAL WINDOW SECTION   
NB. All timber elements are finished sizes.
Timber to be hardwood (iroko) and painted 

25x6 galvanised
water bar

REFER TO ELEVATIONS FOR NEW WINDOW LOCATIONS ON
GABLE OF BUILDING

TYPICAL JAMB DETAIL  Scale 1 : 2
OAK DOOR

timber moulding to
hide movement between
plaster finish and hardwood
frame

100mm SS hinge with
ball bearing  1.5 pair
per door

hardwood fielded 
panel rebated into
central styles

44

10
0

hardwood mullion
fixing beads fitted with
panel pins and glued 
into location

TYPICAL INTERNAL OAK DOOR SECTION  Scale 1 : 2   

timber floor 
& joists

floor finish by client taken
to threshold

17
5

Door and frame to be SW paint finished with 
minimum primer, undercoat and gloss finish

Oak Door - 44mm oak veneered door

smoke seal to
door casing

sandstone cill

existing stone

existing render

44

4- 4 - 4 Laminated  glass

65 x 85mm hardwood section

55 x 40mm hardwood 
window section - opening 
casement
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TYPICAL JAMB DETAIL  Scale 1 : 2   

door frame to be sealed
to existing masonry with 
proprietary sealant and 
pointed 

vertical dpc

timber moulding to
hide movement between
plaster finish and hardwood
frame

100mm SS hinge with
ball bearing  1.5 pair
per door

hardwood fielded 
panel rebated into
central styles

44

10
0

6mm radius

weather seal to frame

hardwood mullion
fixing beads fitted with
panel pins and glued 
into location

TYPICAL EXTERNAL DOOR SECTION  Scale 1 : 2   

timber floor 
& joists

floor finish by client taken
to threshold

low level aluminium
threshold DDA compliance

hardwood waether bar - screw fixed to
front face and wooden plug to screw head

external paving finish

existing wall 

weather bar cut into
stone threshold 

Door and frame to be paint finished with 
minimum primer, undercoat and gloss finish

Ironmongery - to client choice - 
for Building Regulations must include
door chain and viewer

EXTERNAL VIEW OF DOOR

GREEN
SWALLOW

Project -

Barn Conversion to Residential Use

SCALE :
1: 2 

Job No - 1234

DATE :
24 March 2022

ALL DIMENSIONS TO BE CHECKED ON SITE
FIGURED DIMENSIONS TO BE TAKEN IN PREFERENCE

TO SCALED DIMENSIONS
copyright  Green Swallow North Limited

Drawing Title - Door Detail

Dwg No - 14 Rev : -

E - greenswallow@btinternet.com
M - 07970 96 41 84
Registered Office : Green Swallow North Limited,
Swallow Barn, Blindcrake, Cumbria, CA13 0QP

RIBA Chartered
ARCHITECTS

Location / Postcode / what3words

Barwickstead, Beckermet
Cumbria
hook.asterisk.parading

Paper
A1

Issue - 

FOR LISTED BUILDING
Client -

Mr H Tyson


