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build up existing patio
using B&B floor as manufactures details, with
225mm block flat mid wall, handrail 1100mm

high no gaps greater than 100mm able to
resist 0.74kN/m impact with block on flat

handrail, void vented via vent brick at 1500mm
centers equivalent of 1500mm²/m run.

180mm x 250mm steps brick built

create new door
opening supported
using 4no 150mm x
100mm lintel with

150mm end baring,
side walls built up with

engineering brick

Re-use chimney
and install max
5KW stove by

HEATAS installer
and supplier

Remove
chimney from

top to
bottomand
make good

All external walls to
receive 3coat K11
tanking system as

manufacture details,
65mm thermal super
plasterboard over and

skimmed

All external walls to
receive 3coat K11
tanking system as

manufacture details,
65mm thermal super
plasterboard over and

skimmed

Remove
chimney from
top to bottom

and make good

30lps Mech extract
fan ducted to roof

tiles 15min overrun

60lps Mech extract
fan ducted to roof

tiles 15min overrun

30lps Mech
extract fan ducted
to roof tiles 15min

overrun

30lps Mech extract
fan ducted to roof

tiles 15min overrun

All external walls to
receive 3coat K11
tanking system as

manufacture details,
65mm thermal super
plasterboard over and

skimmed

All external walls to
receive 3coat K11
tanking system as

manufacture details,
65mm thermal super
plasterboard over and

skimmed

raise existing doors opening to
2050mm, supported using 4no

150mm x 100mm lintel with
150mm end baring, side walls
built up with engineering brick

raise existing door opening to
2050mm, supported using 4no

225mm x 100mm lintel with
150mm end baring, side walls
built up with engineering brick

Create new
MOE Window
opening with

150mm PCCL
over

Soakaway

Soakaway

Connect new
surface water

drain to existing
soakaway into
sandy gravel
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