
Ground floor plan

Kitchen

Bedroom 3

Living room

100mm block wall built off concrete
foundation to support mezzanine floor
with bookcase to later detail/client
agreement.

Half landing level to
suite external
ground level.

Study

External sliding door and track.

Dining

Laundry room

Kitchen unit and fitting
layout to be confirmed.

Soil stack

New glazed window frames
in existing barn ventilation
openings with plasterboard
reveal lining.

Shower room with fittings
connected to new Stub
stack with AAV.

Pocket sliding doors in
metal or timber stud
partition.

Position of existing sewage
treatment plant and control panel
cabinet.

New door opening with r.c.
lintels for full width of wall.

Proposed finished ground
floor level = 10.400m

New 100mm foul drains with inspection
chamber run to existing treatment plant.

Existing access
plate.

Existing access
plate.

En-suite

New door opening with r.c.
lintels for full width of wall.

Timber windows and doors
in existing openings.
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A

B
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Hall

Shower
room

TBM on access
cover  set as
10.000m

Existing door opening with r.c.
lintels for full width of wall.

11.250 door
threshold

11.165
landing

Offset metal stud dry lining to
walls to conceal new SHS
structural posts.
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Re-build front wall as required to correct structural
failure with solid masonry stone face wall using
lime mortar and tooth and bond into retained walls
as required.

Construct new inspection chamber on line
of existing drain connections with
recessed sealed cover inset with paving
slabs to match surrounding locations.

Wood burning stove on stone hearth to
client specification with cast iron flue pipe
to first floor level and double skin insulated
flue above to connect into masonry stack.

Insulated wall lining to
existing external walls
as noted on section.

Mechanical extract fan ducted
through external wall and fitted
with grille.

Single room access stair
using winderswith min.
50mm tread, rise, tread and
guarding all as general
notes.

New soil stack
with AAV.

New soil stack
with vent to
external air.

Internal wall finish
to garden WC to
be agreed with
client.

Oil fired boiler with balanced flue
through external wall, hwc location
to be agreed on site.

Requirement for underpinning to
existing stone walls to be confirmed by
site investigations to depth required for
new insulated floor slab laid to finish
with kitchen floor level.

Aluminium glazed door and screen to size of
existing opening.

RWPTG

RWPTG

RWPTG

RWPTG

RP

RWPTG

RWPTGStair well trimming as
Structural Engineers details.

Cut back and seal 2 no. soil
stacks at floor level, retain drain
and stack in laundry room.

Suitability of existing drains
under floor slab to be confirmed.

Aluminium bi-fold doors sized
to fit existing opening.

Steps up to external
ground level.

RWPTG

RWPTG

Powered sliding gates

Aco drain across
entrance

Perforated land drain laid adjacent to outside face
of external walls with sheet tanking dressed up
face of wall to finished ground level.

Replace timber purlin over utility room.

Manufacture and install new
window in existing opening.

Perforated flexible land drainage coil laid in pea
gravel trench adjacent to the existing walls with
fall away from centre position of rear wall and
wrapped with non-woven geotextile membrane

Land drain laid level or to slight fall from this point
in both directions around building.

Perforated flexible land drainage coil laid in pea gravel trench with perforations upwards behind new retaining
wall with fall away from centre position of wall and wrapped with non-woven geotextile membrane

Land drain laid level or to slight fall from this point in
both directions around retaining wall.

SW outfall to existing
culverted drain via ex.
connection

SW outfall to existing
culverted drain via ex.
connection

Free draining gravel finish to rear of buildings.

Offset metal stud dry
lining to walls to
conceal new soil stack.

Soil stack from en-suit above boxed in and wrapped with
acoustic quilt with kitchen fittings wp connections as
required.

New foul drain cut
into floor slab.
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MOORLEYS, Egremont, CA22 2UA

Proposed refurbishment of dwelling and
conversion of adjacent barn.

Proposed ground floor plans

Planning
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REVISIONS:
A. 2021-03-18 Planning application.
B. 2021-05-27 Revised front wall re-construction detail,
revised retaining wall detail.
C.2021-12-23 Oil fired boiler added to laundry room.
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