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Flat roof gulley drainage to be
provided under main terrace and
maintenance access - all to connect
into existing rwp downpipe positions

11
00Roof Type: 50mm decorative

stone finish on single ply.
Mansafe system to be allowed
for maintenance access.

21.5mm toughened & laminated
glass balustrade with S/S supports
fixed with S/S angle and
clamp onto existing substrate deck
Glazing to be 1.1m high from
terrace finish.
Fixing at base t.b.c.

THIRD FLOORTERRACE

Substrate (tbc)

Composite decking on adjustable
pedestal to clients spec

Bi-folds doors to client spec.
NOTE: Door threshold be agreed
with main contractor and door
manufacture

INDICATIVE ILLUSTRATION
OF EXISTING STRUCTURE

INDICATIVE ILLUSTRATION
OF EXISTING STRUCTURE

FFL

 INDICATIVE TERRACE BALUSTRADE AND DOOR THRESHOLD DETAIL

INDICATIVE ILLUSTRATION
OF EXISTING STRUCTURE

Continuous PPC window drip
flashing

Curtain walling system to
specialist detail

Plinth - New stone rainscreen cladding to
match existing plinth detailV
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INDICATIVE PLINTH DETAIL

FFL

12.5mm plasterboard, packed
void with 100mm Isover steel
frame infill batt (Thermal
conductivity of 0.036 W/mK)

25mm thick MDF cill board painted
white

INDICATIVE ILLUSTRATION
OF EXISTING STRUCTURE

 INDICATIVE DOOR THRESHOLD DETAIL

FFL

Doors to specialist detail

Indicative illustration of existing
High Street pavement ground laid
to falls

GROUND FLOOR

GROUND FLOOR

INDICATIVE ILLUSTRATION
OF EXISTING STRUCTURE

Continuous PPC window drip
flashing
Curtain walling system to
specialist detail

INDICATIVE WINDOW HEAD DETAIL

(can vary)

Existing render cladding to remain.
Restoration required to reinstate
the render by specialist design

Plasterboard margin on a MF
system to head reveal (extent
TBC)

Signage and feature lighting housing
over existing awning housing, to
specialist design and input
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NOTES:-

1.  RETAINING WALLS AND WALLS IDENTIFIED FOR REMOVAL ARE SHOWN INDICATIVELY
 ONLY AND NEED TO BE READ IN CONJUNCTION WITH THE ENGINEERS DESIGN AND SPECIFICATION.
2.  PLEASE REFER TO DRWG L.01 & L.93 SERIES FOR EXTERNAL WORKS AND LANDSCAPING DETAILS.
3.  DRAWINGS BASED ON TETRA TECH SURVEYS LTD DRAWINGS REF:- 784-B029200
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