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PPC GMS posts
(behind)

PPC GMS internal
frame (behind)

Vertical timber
cladding boards
fixed to internal

frame

Timber clad double leaf doors
with heavy duty pivot hinges, lockable
latch and handle

Heavy duty drop bolt on inside
face of door
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Note:
Refuse store details are design intent only and intended to convey the scale, materiality and
aesthetic characteristics of the element only. Specialist fabricator to develop the design (including
the structural design), take site measurements, provide sample finishes and issue fully
dimensioned shop drawings for approval by the Landscape Architect prior to fabrication. All
metalwork to be polyester powder coated - colour to be confirmed. All finishes to be smooth and
free from blemishes.
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144x1755x32mm timber
cladding panels fixed to
GMS frame

132x25mm timber capping
fixed to GMS frame and timber
cladding panels13
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100x100mm PPC GMS SHS post

200x200x8mm PPC GMS base plate
welded to post and secured to
foundation with resin anchors

Asphalt to engineers details and
specification

Concrete post foundation to
engineers dimensions and
specification

Internal frame formed from
50x50mm PPC GMS SHS
sections welded to posts
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600x600x50mm precast
concrete slabs laid stack
bond with 4mm kiln dried
sand joints

Compacted sand
bedding to BS
7533-3

Geotextile to
engineers
specification
Compacted sub-grade
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Paving Slabs:
Supplier: Marshalls PLC
(www.marshalls.co.uk)
Product: Standard Pimple Paving
Colour: Natural

150 Type 1 unbound sub-base
to engineers specification
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