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Proposed spot height

Proposed Gradient

Proposed Engineered Batter /
Embankment.
(1:2.5 Grad Max unless notes otherwise)

Flag On Edge. Maximum retained FOE 0.4M

6 STEPS

height 0.4m. Not to be constructed
supporting driveways or highways
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HEALTH & SAFETY
1. CONTRACTOR SHOULD BE AWARE OF GENERAL CONSTRUCTION RISKS
TO PREVENT SLIPS, TRIPS AND FALLS AND TAKE NECESSARY
PRECAUTIONS WITHOUT SPECIAL INSTRUCTION.
ROADS & DRAINAGE
2. CONTRACTOR TO PROVIDE TRENCH SUPPORTS AS APPROPRIATE AND
ENSURE THAT PLANT REMAINS A SAFE DISTANCE FROM TRENCHES
PRIOR TO INSTALLING DRAINAGE
3. THE TIME THAT EXCAVATIONS ARE OPEN ON SITE SHOULD BE KEPT TO
A MINIMUM AND ALL TRENCHES SHOULD BE SURROUNDED BY A BARRIER.
4. CONNECTIONS TO EXISTING SEWERS TO BE MADE BY NWL APPROVED
CONTRACTOR ONLY.
5. CONTRACTOR TO MAKE OPERATIVES AWARE OF ASSOCIATED
DANGERS TO HEALTH SUCH AS LEPTOSPIROSIS (WEILS DISEASE) AND
RECOMMENDED PRECAUTIONS. ADEQUATE WELFARE FACILITIES AND
PROTECTIVE CLOTHING TO BE PROVIDED AS REQUIRED.
6. UNFINISHED MANHOLES MUST BE COVERED WITH LOAD BEARING
MATERIALS AND SURROUNDED WITH BARRIER.
PIPES & CABLES
7. SERVICE RECORDS TO BE REFERRED TO PRIOR TO WORK
COMMENCING. CONTRACTOR TO PROCEED WITH CAUTION AND
SERVICES TO BE LOCATED BY HAND DIG AND PROTECTED
ACCORDINGLY.
EXCAVATION/FILL
8. CONTRACTOR TO ENSURE RELEVANT MEASURES ARE TAKEN TO KEEP
PLANT AND PEOPLE A SAFE DISTANCE FROM STEEP SLOPES DURING THE
WORKS.
9. CONTRACTOR TO ENSURE THAT PROCEDURES ARE IN PLACE TO KEEP
PEOPLE A SAFE DISTANCE FROM WORKING PLANT WHERE NECESSARY.
10. CONTRACTOR TO REFER TO GROUND INVESTIGATION REPORT FOR
CONTAMINATION TESTS AND TO PROVIDE ADEQUATE WELFARE
FACILITIES AND PROTECTIVE CLOTHING AS REQUIRED.
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