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West Cumberland Hospital Phase 2

Glasgow Harrogate London Manchester

DSSR CONSULTING ENGINEERS

SAFETY, HEALTH AND ENVIRONMENTAL INFORMATION
READERS OF THIS DRAWING:
ALL EFFORTS HAVE BEEN TAKEN BY DSSR TO DESIGN OUT SIGNIFICANT HAZARDS WITHIN THE DESIGN
RISK ASSESSMENT PROCESS.  IT IS OUR OPINION THAT THE HAZARDS DETAILED BELOW CANNOT BE
DESIGNED OUT BY US GIVEN THE CONSTRAINTS OF THE BRIEF AND ARE HIGHLIGHTED SO THAT OTHER
MEANS CAN BE DEVELOPED TO MITIGATE THE RESIDUAL RISKS IDENTIFIED. MORE DETAIL AVAILABLE IN
THE PROJECT SPECIFIC RISK REGISTER.

IT IS ASSUMED THAT A COMPETENT M&E CONTRACTOR OR USER WILL BE AWARE OF THE STANDARD
FORESEEABLE RISKS ASSOCIATED WITH WORKING WITH THE TYPE OF SERVICES DETAILED ON THIS DRAWING.

Manchester Office
Trafford House
Chester Road
Stretford
Manchester
M32 0RS

Tel: +44 (0)161 872 4811
manchester@dssr.co.uk
www.dssr.co.uk
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